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Specifications subject to change. For complete specifications and availability, ask your TPC Sales Representative or call 800-521-7935.
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10 & 12 AWG Quick-Connex™ Cord Sets & Receptacles (3 & 4 Pole)

ORDERING INFORMATION (MINIMUM PURCHASE MAY BE REQUIRED IF PRODUCT NOT STOCKED)

• IP68 Rated    • IP69K Rated    • RoHS Compliant    • 600 V     • Heavy-Duty     • Ampacity: 10 AWG – 25 Amps; 12 AWG, 3 Pole – 25 Amps,  
                                                                                                                               12 AWG 4 Pole – 20 AMPS

Quick-Connex™ make replacement of electrical and electronic control devices quick and simple. Plug sets are made with Super-Trex® SOO 
Ultra-Gard® Portable Cord. A superior first-line of defense against tearing, abrasion, impact, oil, ozone and most chemicals; also flame and heat 
resistant and offers extreme all-weather flexibility too. The molded and keyed, vulcanized thermoset cordset provides rapid and secure connect 
and disconnect and ensures a water, oil and dust tight seal.

1. CORD SETS MADE WITH SUPER-TREX® ULTRA-GARD® 
PORTABLE CORD, RATED 90°C — Provides the best defense 
against tearing, abrasion, impact, oil, ozone and most chemicals. Flame 
and heat resistant. Extreme all-weather flexibility.

2. PLUG BODY IS DESIGNED WITH SUPER-TREX® TSE 
COMPOUND — Provides superior resistance to oil, ozone and most 
chemicals. Flame and heat resistant. Extreme all-weather flexibility.

3. HEAVY GAUGE BRASS SLEEVES AND CONTACT PINS — 
Provides superior long life electrical contact. Ensures electrical continui-
ty through repeated disconnects.

4. STRANDED, TINNED COPPER PIGTAILS INSULATED WITH 
125°C CROSS LINKED POLYETHYLENE — Provides excellent oil 
and heat resistance. Available in various lengths.

5. MULTIPLE CONFIGURATIONS — Available in numerous lengths 
and configurations. Also available with an anodized aluminum or nylon 
coupler ring and receptacle body.

6. AN EXTENDED GROUND PIN — Ensures “first in — last out” 
contact providing an electrically safe connection.

7. THE RECEPTACLE BODY — A specially compounded thermoset 
elastomer, hermetically sealed in the shell with clear epoxy.

8. THE RECEPTACLE INSERT IS KEYED — To ensure correct 
mating with the plug every time.

9. 10 AWG & 12 AWG HAVE 1 3/8"-16 COUPLING THREAD

FEATURES & BENEFITS

FACE VIEW OF FEMALE 
PLUG ASSEMBLY

10 AWG FEMALE PLUGS
4 POLE ALUMINUM 4 POLE NYLON FEET METERS

84213A 84213N 3 0.91

84216A 84216N 6 1.83

84217A 84217N 12 3.66
 

10 AWG MALE PLUGS
4 POLE ALUMINUM 4 POLE NYLON FEET METERS

84283A 84283N 3 0.91

84286A 84286N 6 1.83

84287A 84287N 12 3.66
 

10 AWG MALE / FEMALE EXTENSION SET
4 POLE ALUMINUM 4 POLE NYLON FEET METERS

84253A 84253N 3 0.91

84256A 84256N 6 1.83

84257A 84257N 12 3.66
 

Female Plug Assembly

CORD SETS & CONNECTOR ASSEMBLIES  /  MINI QUICK-CONNEX™
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• Ampacity: 10 AWG – 25 Amps, 12 AWG 3 Pole – 25 Amps, 12 AWG 4 Pole – 20 Amps

10 AWG FEMALE RECEPTACLES (48" PIGTAILS)
4 POLE ALUMINUM 1/2" 4 POLE ALUMINUM 3/4" 4 POLE NYLON 1/2" 4 POLE NYLON 3/4"

84250A2 84250A4 84250N2 84250N4
 

12 AWG FEMALE RECEPTACLES (48" PIGTAILS)
3 POLE ALUMINUM 1/2" 3 POLE ALUMINUM 3/4" 3 POLE NYLON 1/2" 3 POLE NYLON 3/4"

84231A2 84231A4 84231N2 84231N4

4 POLE ALUMINUM 1/2" 4 POLE ALUMINUM 3/4" 4 POLE NYLON 1/2" 4 POLE NYLON 3/4"

84241A2 84241A4 84241N2 84241N4
 

10 AWG MALE RECEPTACLES (12" PIGTAILS)
4 POLE ALUMINUM 1/2" 4 POLE ALUMINUM 3/4" 4 POLE NYLON 1/2" 4 POLE NYLON 3/4"

84210A2 84210A4 84210N2 84210N4
 

12 AWG MALE RECEPTACLES (12" PIGTAILS)
3 POLE ALUMINUM 1/2" 3 POLE ALUMINUM 3/4" 3 POLE NYLON 1/2" 3 POLE NYLON 3/4"

84230A2 84230A4 84230N2 84230N4

4 POLE ALUMINUM 1/2" 4 POLE ALUMINUM 3/4" 4 POLE NYLON 1/2" 4 POLE NYLON 3/4"

84240A2 84240A4 84240N2 84240N4
 

12 AWG FEMALE PLUGS
3 POLE ALUMINUM 3 POLE NYLON 4 POLE ALUMINUM 4 POLE NYLON FEET METERS

84233A 84233N 84243A 84243N 3 .091

84236A 84236N 84246A 84246N 6 1.83

84237A 84237N 84247A 84247N 12 3.66
 

12 AWG MALE PLUGS
3 POLE ALUMINUM 3 POLE NYLON 4 POLE ALUMINUM 4 POLE NYLON FEET METERS

84273A 84273N 84293A 84293N 3 .091

84276A 84276N 84296A 84296N 6 1.83

84277A 84277N 84297A 84297N 12 3.66
 

12 AWG MALE / FEMALE EXTENSION SET
3 POLE ALUMINUM 3 POLE NYLON 4 POLE ALUMINUM 4 POLE NYLON FEET METERS

84274A 84274N 84294A 84294N 3 0.91

84275A 84275N 84295A 84295N 6 1.83

84278A 84278N 84298A 84298N 12 3.66

84279A 84279N 84299A 84299N 20 6.1
 

CLOSURE CAPS & ADAPTERS

PART NO. DESCRIPTION

98160 Aluminum Closure Cap for Receptacle 10 & 12 AWG

98159 Aluminum Closure Cap for Plugs 10 & 12 AWG

98165 Aluminum Adapter 10 & 12 AWG

98165N Nylon Adapter for 10 & 12 AWG
 

10 & 12 AWG Quick-Connex™ Cord Sets & Receptacles (3 & 4 Pole) (Continued)

ORDERING INFORMATION (MINIMUM PURCHASE MAY BE REQUIRED IF PRODUCT NOT STOCKED)

CORD SETS & CONNECTOR ASSEMBLIES  /  MINI QUICK-CONNEX™

M
ini  

Q
uick-C

o
nnex

™ 


