Quick-Connect™ Quick-Lock Safety Device and Master Lock

- For Use As A Safety Lock-Out Device

The Quick-Connect™ Quick-Lock is a locking safety device for use on size “A” and “B” Mini Quick-Connects. Disconnection is made impossible as this safety device warns the operator to disconnect the power source before removing the Quick-Lock.** The Quick-Connect™ Quick-Lock can be used anywhere the sudden interruption of power can cause a safety issue and also with a separate lock for additional security.*

FEATURES & BENEFITS

1. PREVENTS DISCONNECTION — When locked into place, the device cannot be disconnected and prevents interruption of power.
2. SAFE FOR OPERATOR USE — Serves as a safety device, warning the operator to disconnect the power before removing.
3. EASY TO USE — Light in weight and easy to lock into place on a connection.
4. COMPATIBLE WITH MASTER LOCK — Can be used with Master Lock for guaranteed safety lock-out.

APPLICATIONS

- Anywhere an interruption of power will cause a safety issue

ADDITIONAL INFORMATION

- Master Lock part no. 84126 to be used with the Quick-Connect™ Quick-Lock for safety lock-out
- 1 3/16” (30mm) wide black, vinyl covered body for scratch resistance, made of corrosion resistant materials
- 3/16” diameter shackle is 5/8” long and made of hardened steel shackle for extra resistance to cutting and sawing
- 4-pin cylinder prevents picking, dual locking levers provide resistance against prying and hammering
- Matching colored key head for added convenience, comes with two keys (every lock is keyed differently)

ORDERING INFORMATION (MINIMUM PURCHASE MAY BE REQUIRED IF PRODUCT NOT STOCKED)

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>DESCRIPTION</th>
</tr>
</thead>
<tbody>
<tr>
<td>84125</td>
<td>Quick-Connect Quick-Lock Size A Mini – 3-6 Pole</td>
</tr>
<tr>
<td>84126</td>
<td>Quick-Lock Master Lock</td>
</tr>
<tr>
<td>84127</td>
<td>Quick-Connect Quick-Lock Size B Mini – 6-8 Pole</td>
</tr>
</tbody>
</table>

NOTES: *Separate lock not included **Requires a tool or key for removal when used in conjunction with the ‘Quick-Lock’ lock.